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Advantages of the R-Tile Design Collection
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• Can be installed on most existing floors, including poor or 
 uneven sub floors

• Saves time and cost

• Looks like ceramic, performs like LVT (i.e. durable but 
 pleasant to walk on) as well as being aesthetically pleasing

• Can be installed while store is trading

• Outstanding durability for heavy duty loads (i.e. suitable 
 for pallet jacks and trolleys)

• 5 X quieter movement across shop floors for trolleys and 
 pallet jacks than ceramic tiles

• Easy cleaning and maintenance

• Long life

• 8 year commercial warranty
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R-Tile Design Collection Product Range

Clay Cream Terrazo Dark Oak

Granite Grey Terrazo Light Oak

Limestone Marble Grey Rustic
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R-Tile Design Collection Product Range

Sand Stone Scrapwood Dark Scrapwood Light

Shale Stone Vintage Ash Vintage Maple

Vintage Sand Volcano



Transition Options
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Interlocking Example



Installation Examples
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Installation Examples
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Installation Examples

07www.tektile.com.au



Installation Examples
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Installation Examples
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Installation Examples
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Installation Examples
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Installation Examples
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Installation Examples
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Technical Information

Floorecovering to EN 649
Tile Dimensions
Weight
Hardnesss
Material
Thickness
Wearing Layer
Protective Layer
Usage Class
Castor Wheel
Indentation
Fire Class
Surface Resistance

Anti Slip

Chemical Resistance
Light Fastness
(Blue Wool Standard)
Thermal Resistance
Anti-Static Performance

Dimensional Stability
Before Exposure to Heat
Density

Surface Treatment
Toxicity
VOC Emissions

Heterogeneous PVC
450mm x 450mm
9.6kg/m2

92 Shore A
PVC SGI 1.45
7.8mm
0.7mm + Polyurethane
Polyurethane Matt Finish
Heavy Commercial/Light Industrial
No Damage
0.05mm
BFL s1
Horizontal: >1.0 x 104 Ω
Vertical: 1.1 x 1012 Ω
R10

Good
6-8 Dependent on design

+/-0.013m2 K/W
Rubber sole: -1.0kV
PVC sole: 1.7kV
Yes

Average
1404kg/m2

PUR
Non-Toxic
Certified

EN430
ISO868

BS EN 428
BS EN 429

EN 685
BS EN 425
BS EN 433
EN 13501-1
BS EN 1081

BS EB 13893
Deutsche Norm
DIN 51130
BS EN 423
BS EN 105-B02

ISO 8302
BS EN 1815

BS EN 434

BS EN 436:
1994
PUR
EN71
AgBB/DIBt
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Technical Information Norm Design Tile



A division of

Brian Cummins Group Pty Ltd
24 Stennett Road

Ingleburn NSW 2565
AUSTRALIA

T: 1300 66 22 14
E: info@tektile.com.au


